
	

	

	

	

 

 

Description             
• Actuator mounting flange acc. to ISO5211 
• Face-to-face acc.to ASME B16.10 
• 2-piece construction  
• Fire-safe execution 
• TA-LUFT certificate 
• 90-300 PN 10/16 délka F1 
• 90-400 PN 10/16 délka F4 
• 90-500 PN 25/40 délka F1 
• 90-600 PN 25/40 délka F4 

 
Assembly           

• in any position 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HIGH PERFORMANCE BALL VALVE 
SERIE 90 

DN 15 – 200 PN 10/16/40 
 

 
Diagram PRESSURE - TEMPERATURE

      
 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Pos. Part Material 

1 Body A A216WCB/AISI316 
2 Body B A216WCB/AISI316 
3 Ball 1.4308/1.4408 
4 Body gasket TFM4215 
5 Body packing PTFE 
6 Bolting A193 – B7 
7 Bolt nut A194 – 2H 
8 Stem AISI304 
9 Anti-static device AISI304 

10 Thrust washer PTFE 
11 O-ring Viton 
12 Stem packing PTFE 
13 Bushing 50% SS + 50% PTFE 
14 Gland AISI316 

Pos. Part Material 

15 Belleville washer AISI301 
16 Stem nut A194-8 
17 Stop-lock-cap AISI304 
18 Lever nut A194-8 
19 Lever sleave Vinyl 
20 Lever AISI304 
21 Locking device AISI304 
22 Triangle stopper A193-B8 
28 Nameplate AISI304 

HIGH PERFORMANCE 
 BALL VALVE - SERIE 90 
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Components and materials 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HIGH PERFORMANCE 
 BALL VALVE - SERIE 90 
DN 15 – 200 PN 10/16/40 

Dimensions 



 
 
 
 
 
 
 
 
 
 

  DN15-DN200 PN10/16/40
 

DN PN Ød L *L ØR ØD ØC f T N Øh 
DN15 10~40 15 115 130 45 95 65 2 16 4 14 
DN20 10~40 20 120 150 58 105 75 2 18 4 14 
DN25 10~40 25 125 160 68 115 85 2 18 4 14 
DN32 10~40 32 130 180 78 140 100 2 18 4 18 
DN40 10~40 38 140 200 88 150 110 3 18 4 18 
DN50 10~40 50 150 230 102 165 125 3 20 4 18 

DN65 10/16 63,5 170 290 122 185 145 3 18 4 18 
25/40 22 8 

DN80 10/16 76 180 310 138 200 160 3 20 8 18 
25/40 24 

DN100 10/16 100 190 350 158 220 180 3 20 8 18 
25/40 162 235 190 24 22 

DN125 10/16 125 325 400 188 250 210 3 22 8 18 
25/40 270 220 26 26 

DN150 10/16 150 350 450 212 285 240 3 22 8 22 
25/40 218 300 250 28 26 

DN200 

10 

200 400 550 
268 340 295 

3 
24 8 22 

16 
12 25 278 360 310 30 26 

40 285 375 320 34 30 
 

DN H H1 M P A1 A2 B1 B2 X Y ISO5211 
DN15 48 145 9 9 6 6 36 42 144 72 F03-F04 
DN20 53 150 9 9 6 6 36 42 144 72 F03-F04 
DN25 58,5 168,5 11 11 6 7 42 50 164 84 F04-F05 
DN32 71 181 11 11 6 7 42 50 164 84 F04-F05 
DN40 76 204 14 14 7 9 50 70 208 96 F05-F07 
DN50 85 209 14 14 7 9 50 70 208 96 F05-F07 

DN65 101,5 243,5 17 17 9 11 70 102 247 107 F07-F10 
107 

DN80 111,5 265,5 17 17 9 11 70 102 268 123 F07-F10 
117 

DN100 140 335 22 22 n/a 11 n/a 102 345 151 F10 

DN125 183 414 27 27 14 n/a 125 n/a 450 202 F12 

DN150 204 435 27 27 14 n/a 125 n/a 450 202 F12 

DN200 253 556 27 27 14 n/a 125 n/a 545 224 F12 
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